
A whole new way to terminate RJ45

- Designed for the use on SNAP PLUGTM

- Crimp and Trim at the same time
- Clean flush cut

CAT 5e / CAT 6 / CAT6a & UTP / STP
- Enable the conductors to pass thruough for easy installation
- Verify the wiring order before crimping
- Speed up the termination process
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New 
Launch

P/N : T10610 / T10610-10P



Snap to install - does it all

Why use

Ordering Info  
P/N
UTP RJ45 Connector
SPC5-UTP-S100AP
SPC6-UTP-S100AP
SPC6-UTP-M100AP
STP RJ45 Connector
SP-STP-S50AP
SP-STP-S100AP
SP-STP-M50AP
SP-STP-M100AP
SP-STP-L50AP
SP-STP-L100AP
INTEGRATED BOOT
TPSR-A60-100AP
TPSR-B65-100AP
Hand Tool
T10610
T10610-10P
KIT
SPC6-UTP-KIT1

Qty / SKU

100pc
100pc
100pc

50pc
100pc
50pc
100pc
50pc
100pc

100pc
100pc

1pc
1set

1set

DESCRIPTION

Cat5e UTP Connectors ,MAX conductor : 1.05mm
Cat6 UTP Connectors ,MAX conductor : 1.05mm
Cat6a&Cat6 UTP Connectors ,MAX conductor : 1.15mm

Cat5e&Cat6 STP Connectors ,MAX conductor : 1.05mm
Cat5e&Cat6 STP Connectors ,MAX conductor : 1.05mm
Cat6 STP Connectors ,MAX conductor : 1.15mm
Cat6 STP Connectors ,MAX conductor : 1.15mm
Cat6a STP Connectors ,MAX conductor : 1.25mm
Cat6a STP Connectors ,MAX conductor : 1.25mm

Transparent Integrated Boot for Cat5e, OD:60mm
Transparent Integrated Boot for Cat6/Cat6a, OD:65mm

Snap Plug Tool in Blister packaging
Snap Plug Tool in Blister packaging with 10pc Cat6 Snap Plug

Cat6 Snap Plug Termination kit:
T10610 Snap Plug tool 1pc, Flush Cutter 1pc, Stripper 1pc,
Cat6 UTP Snap Plug 140pc, Transparent integrated Boot 140pc, 

The T3 SNAP PLUGTM and SNAP PLUG Tool is designed to simplify 
the process of terminating RJ45 modular plug. It is a time-consum-
ing process to assemble traditional RJ45 modular plug, and the 
most difficult part would be puting the wire into the conductor in 
correct order. The thicker the conductor is, the more difficult the job 
is going to be. 

The T3 SNAP PLUGTM enables the conductors to pass through the 
connector itself, making it a lot easier to verify wiring order before 
crimp, reducing possible errors and waste of materials. LESS ERRORS

EASY
FAST

Place assembly 
into crimping nest.

[ STEP 3. ]

Slide the cable into 
SNAP PLUGTM.

[ STEP 1. ]

Crimp and trim 
in one step.
[ STEP 4. ]

Make sure cable is 
fully seated.
[ STEP 2. ]

Clean finish.

[ STEP 5. ]

Crimping Instructions
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